
BRINGING QUALITY TO THE SURFACE

Available from
Irish Tar & Bitumen Suppliers,  Alexandra Road,  Dublin 1

Tel: 01  855 5117  /  Fax: 01  855 4262  /  Email: info@irishtar.ie  / www.irishtar.ie
       

Irish Tar & Bitumen Suppliers is registered to IS EN ISO 9001:2000 Quality Standard

LIQUAFIX S

USAGE AREAS TARMAC AND CONCRETE SURFACES

DRYING TIMES TOUCH DRY IN 4-6 HOURS APPROX.

NUMBER OF COATS ONE [ DILUTE WITH WHITE SPIRIT, APPROX. 3:1, LIQUAFIX S:WHITE SPIRIT ]

COVERAGE 6 SQ.M PER LITRE APPROX.

PACK SIZES 10, 25, 200 LITRES

NOTE: Drying time will be significantly delayed if Liquafix S is applied 
at a heavy rate of spread.

Authorised distributor: 
C. Tennant & Co. Ltd. 
Unit 71, Cookstown Ind. Est.,
Dublin 24.
Tel: 01 451 4099
Fax: 01 451 4702
Email: info@ctennant.ie

Liquafix S  rejuvenates old worn and stained tarmac surfaces and renews the finish to a fresh 
uniform appearance.

APPLICATIONS
   Remove dirt and loose material by brushing.
   Repair any surface defects.
   Apply Liquafix S by brush, roller or sprayer.
   Clean equipment using white spirit.
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